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RADIALL 

MICRONDE department 



TITLE _____ 


DRAWING : 


FLAT RESPONSE DIRECTIONAL COUPLER 


typ#) 


Ha 2 . 6 
38 


TECHNICAL 
DATA SHEET 


LTR. F 



3 SMR/f connectors 


General tolerance: 0.5 mm 


FREQUENCY RRNGE : 

IMPEDANCE . 

NOMINAL COUPLING : 

NOMINRL COUPLING RCCURRCY : 

FREQUENCY SENSITIVITY : 

DIRECTIVITY : 

INSERTION LOSS : 

V.S.W.R. . 

RVERRGE POWER : 

PERK POWER : 

t!55!j9yiC9!z_cb9R9CTERisTicSj_ 

CONNECTORS 

TERMINATION (on Isolated port) : 

MAXIMUM WEIGHT : 

ENVIRONMENTAL CHARACTERISTICS: 


3.7 - 8.3 GHz 
50 Ohms 
10 dB 
± 0.5 dB 
± 0.3 dB 
18 dB min 
1 dB max . 

1 . 25 max . 

50 W CW at 25° C 
3 kW ( IjjS, IX. ) at 25* C 


SMR female per MIL C 39012 
50 0 1 W 


35 g 


OPERRTING TEMPERATURE RRNGE 
STORAGE TEMPERATURE RRNGE 


: - 25° C + 85° C 
: - 40* C + 100*C 


PEN 

CRT 
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